
Professional-grade 
instruments for field service

■ 0 to 1000PPM
■ Fast reacting

■ Standard 9V battery
■ Auto off to extend battery life

■ Averaging function 
to slow digit bounce

Fast Reaction
to Changes in 

CO Levels 

Carbon Monoxide
Accessory Head

Model ACM3
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The model ACM3 carbon monoxide accessory head enables most digital multimeters to
measure low levels of carbon monoxide in parts per million (PPM). It is intended to 
measure levels of CO in still ambient air. In many cases, it can help pinpoint sources of
CO. It uses a catalytic chemical sensor that consumes no chemicals. Life is primarily
determined by the type of exposure. 

The most practical application is to determine if the indoor CO levels are higher than out-
door levels and to determine the source. This instrument detects changes in CO levels
very quickly.

"Walk around" Test
The ACM3 is fast enough to respond almost instantaneously to changes in CO levels in
the air. If you see a difference in CO levels from outside to inside, you need to find the
source of the CO. Walk around and watch the display. By constantly going towards the
area of highest concentration, you can determine the source of the CO. It may be that
someone just drove their car into the garage and opened the kitchen door and you don't
have to take any action. Or it could be that the furnace is starved for air and that CO is
entering the house. You've got to fix that.

Carbon Monoxide Model ACM3
Accessory Head

■ Works with most DMMs.

■ Pump available for hard to reach spots. (model ACMP3)

■ Analog electronics (sensing function)separated from digital electronics (DMM function) 

for better overall dependability.

■ Rugged mechanical design.

■ Works like all the other  Fieldpiece accessory heads.

■ Auto-off.

■ Standard 9V battery.

Standalone:
ACM3+EHDL1

On stick meter:
ACM3+HS26

Most DMMS:
ACM3 + AHDL1 + DMM

ACM3CARDV1

Range: 0 to 1000PPM (2000PPM with 

5 minute max exposure time.)

Initial accuracy: 0-15ppm: ±5% reading ±1 ppm 

after zeroing

15-35ppm: ±5% reading ±2 ppm 

after zeroing

0-1000ppm: ±5%  reading ±5ppm 

after zeroing

Accuracy:  Stated accuracy at 73˚ F±9˚ F, <90% 

relative humidity

Operating 

temperature: 32 to 105˚F

Operating 

relative humidity: 15 to 90%RH, non-condensing

Storage 

Temperature: -4˚ F to 140˚ F, 0 to 80% R.H. with 

battery removed from meter.

Sensor Calibration: Factory calibrated on 205ppm

Sensor Type: Electrochemical (specific to 

carbon monoxide)

Battery life: 200  hours typical. No measurable 

current draw when in "off" position.

Battery: 9V

Use it your way

Features

580 West Central Avenue Suite A
Brea, California 92821
Phone: (714) 257- 9060

Fax: (714) 257- 9069

www.fieldpiece.com
MADE IN TAIWAN
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Specifications
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